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Typical installation of a PS9637 Adjustable Height Triple Basin Processing Sink.
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MODEL PS9637-AH

ADJUSTABLE HEIGHT TRIPLE BASIN PROCESSING SINK

TECHNICAL DRAWING
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Typical installation details for a PS9637 Adjustable Height Triple Basin Processing Sink.
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ADJUSTABLE HEIGHT TRIPLE BASIN PROCESSING SINK

TECHNICAL DRAWING
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Options list and technical data for the installation of an Adjustable Height PS9637 Triple
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NONE

ECUT-9637-AH

MODEL PS9637-AH

ADJUSTABLE HEIGHT TRIPLE BASIN PROCESSING SINK

TECHNICAL DATA

Basin Processing Sink.

DRAIN

STANDARD

KNEE OPERATED

FAUCET

NONE

STANDARD GOOSENECK

PRE-RINSE / GOOSENECK COMBINATION

TREATED WATER (DI)

AIR GUN

STANDARD

AIR/WATER

BACK SPLASH HEIGHT

4"

6"

12"

SIDE SPLASH

LEFT

RIGHT

NONE

WORK FLOW

LEFT - TO - RIGHT

RIGHT - TO - LEFT

ADDITIONAL ATTACHMENTS

ADJUSTABLE DRAIN ASSEMBLY - PVC

ADJUSTABLE DRAIN ASSEMBLY - COPPER

SEISMIC ANCHORING KIT


